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EC Comments, Lake Ontario Ordnance Works Interim

ep~ment of E~viro~ental  Conse~ation
aste Facilities,

e a r

response to your October 26, 1998 letter concerning your obse~ations  resulting fro
omerset property on October 15, 1998. The Somerset prope~y is a pamel located

ario Ordn~~e  Works, Niagara County, New York,

As you are aware, t Corps of Engineers had a site meeting on October 1
Jmerset prope~y owner. e regret you were unable to attend our meeting.

I believe all the concerns identified in your letter have been properly addressed. For the p ose
of clarity, your co ents followed by our responses are attached.

If you have any questions, or require any additional information, please do not hesitate to call me

Sincerely,

Raymond L. Pilon
Project Manager

CF:
uszewski,  USACE-Baltimore  District J. Strickland, NYSDEC Region 9

P. Buechi, NYSDEC Region 9
C. Stein, USEPA Region II

. Demus, Town of Lewiston rouwer, USAC fc.
arminski, USAGE t

S. Lal, USACE-Baltim



ieces of potential asbestos containing materials (PACT)  (pipe insulation, broker
tr~site peel)  were noted in areas which have been excavated (Photo #l).  Additional measures need to
be taken to cle up areas which remain to be visually contaminated after excavation.

Excavation operations are still ongoing. ased  on our October
that additional measures needed to be taken to remove contam

ent and this is being addressed in a contract change order. You should be aware that
n of excavation operations, all areas are inspected to insure proper removal of asbestos

: The depth of soil excavation is not a unifo~  6 inches as called for in t e speci~cations.
from ~1” to 6”. ure that soils
ths, the areas sh d before and

epth of soil excavation is not 6-inch uniform due to the extent of cont~inatio~ in
eas exceeding  the 6-inch depth requirement. tual excavation depths range from 6-inch

areas. In addition, excavation bo ry limits have been extended in all areas
feet to ins~e all contamin~ts  were removed.

was noted in areas beyond the proposed limits of excavation (south fence line
f excavation should be expanded to the fence line, to address the impacte

view of the excavation areas in the contract specifications adequately
s of excavation in Area C include the area up to the fence line and excavation
C did not commence until October 26, 1998. In addition, a contract change order will

expand excavation  operations in Area E to include the south fence line area.

S PILE, WEST OF Building 30A (depicted on Plate 4 of the 100%
containing ACM pipe insulation needs to be addresses. This area mus

: The debris pile west of Building 30A was adequately addressed on October 26, 199
ation  was glove-bagged and the area was immediately HEPA vacuumed. Inspections
the area is clean of ACM.

ebris piles within Areas 3 & 5, need to be fully removed. This is listed as part of the
referred action  on age 2-  10 of the Final Design Analysis Report. Areas of mounded debris need to be

a minims of 6” below the original grade.

NSE 5: Excavation operations in Areas 3 and 5 commenced on October 26, 199
s were excavated and the soil below the mounds was excavated  to a minimum of 6-
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oadway covering consists of plywo covered and sealed with mu
ng laid across designated travel paths. ouble layer of 6-mil  poly she

w o o d . Once equipment is tr~spo~ed  across to new
isposed. I ~derstand  that during your site visit, track
oconned  prior to exiting building 6-O 1. In addition, the

facili~ for materials stored in building 6-01 was intact and used to decon forklifts prior to exiting.

icle decont~ination area was in place. econtamination  of pe
as subject to asbestos abatement is requir as part of the Asbest

Industrial Code

Y~SPONSE eference  response 7 above. Temporary vehicle (forklift) decontaminat
ag place at the t e of your site visit. The decont~ination facility was located in the co
sections of buil -01,  A variance for the use of a remote decon facility was submitte
in accord~ce  with Industrial Code Rule 56.

CONTENT  9:The interior of Building 30A needs to be pressure washed and floor drain needs to be

uilding 30A was completed on August 28, 1998. The floor drain was covered with two
layers of 6-mil  poly to prevent water from entering the drain. Clearance samples for PC

found to be below detection and swipe samples of the interior of building 30A have
low detection.

ENT 10: Site roadways are covered with materials tracked out of excavated areas and need to be

E 10: Site roadways are scheduled to be cleaned at the completion of the project. aterials
on the roadway are a direct result of roadway and areas being wetted down.


